
 Specification

 U-value
Helps meet building regulation

requirements of 2.2 W/m²K when
paired with frame and glazing

 Parts that come with the product 
Plinth, fixings and thermal

interface

 Compatibility and security 

 Compatibility
Kerb available to match the sizes
of framed or frameless roof light

 Security
Rigorously tested to meet

building regulations

*Image for indicative purposes only

QUAD Group Ltd, Ravensthorpe Industrial Estate, Low Mill Lane,
Havelock St, Ravensthorpe, Dewsbury, WF13 3LN

Due to a policy of continual product development, QUAD Group Ltd reserve the right to alter any of the specifications given in this
publication without prior notice. The specification for any given application must be checked with QUAD Group prior to manufacture.
No responsibility for accuracy is accepted by QUAD Group. Always refer to the technical manual.

The QUAD rooflight kerb is designed to work as part of a flat or
frameless rooflight system, delivering a defined, compliant solution.
By integrating the kerb with the rooflight, it removes the need to
design and justify a separate insulated upstand, ensuring consistent
thermal performance and finish. The kerb is fully reversible, allowing
use with either frameless or flat roof lights without affecting
performance.

The kerb follows the frame and glazing to achieve the building
regulation requirement of U‑value of 2.2 W/m²K in line with Building
Regulations. This approach simplifies Building Control approval,
reduces installation risk, and provides a controlled factory‑made detail
with predictable results on site.

Overview

Construction

The roof light kerb is constructed using high-quality material to help
framed and frameless rooflights meet building regulation requirements. 

Finishes

TECHNICAL DATA SHEET
Rooflight Kerb

*Results may vary based on specification. Further details available upon request

ROOF LIGHT
KERB

Internally and externally finished in a specially formulated
waterproof lacquer.

Clean, minimal lines that conceal the construction of the
double‑glazed unit.

Factory‑applied finishes for consistent quality across every
installation.

Designed to visually match and complement our other roof
products.

The 10 mm insulation break helps improve the thermal line through
the support kerb.
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